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 INSTRUCTION – 
 BRACKET KIT 

Subject: P/N: TU03300, Bracket Kit – Circular Plug Document No: TN03300 
 Application: Lycoming oil filler tubes and others. Revision: A 
    Date: Jan-25-2021 
RECORD OF REVISIONS 

When revised document changed in its entirety.  

REV DATE DESCRIPTION BY CKD

A JAN-25-2021 Initial release GDO DNE 

     

     

Current revision approval:     

1. PURPOSE 

This instruction is for the Subject part listed above and may supplement kit specific instruction 
where applicable.  Refer to Instruction Guide: TNG1000 for acronyms, descriptions, regulatory 
guidance, and fundamental technical procedures. 

2. DESCRIPTION 

This kit mounts 1.5-inch circular plug and 8mm indicator light on Lycoming oil filler tube and 
others. Includes: Cushioned clamps, mounting hardware, clamp offset plate and light tab. Plug 
and light supplied separately or through NHA. Refer to Figure 1 for additional information.  

3. INSTALLATION  

Assemble kit parts, plug and light, on oil filler tube, positing and alignment is TBD by installing 
technician.  Refer Figure 1 for assembled example.   

4. SERVICE 

Inspection is the only from of required service.  Inspect for security of attachment, fluid damage 
and wear.  Correct discrepancies as required, refer to TCA1000 and 43.13-1B Ch 11 §§ 1 and 8. 

 

Figure 1.  P/N: TU03300 kit contents and assembled example.  Parts list, refer to drawing 03300. 
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